
 

Congratulations on your choice of purchasing 
the The Ultron Topema Innovations Ambient 
Sterilizer  

 
You have just purchased equipment that will 
help protect you and your family from unwanted 
microorganisms. The Ultron Topema 
Innovations Sterilizer sterilizes the environments 
in a maximum of 60 minutes. 

To ensure the best performance of your product, 
carefully read the following guidelines below. 

Keep the purchase invoice, the guarantee is only 
valid upon presentation to the authorized 
Topema Innovations service technician. 

 
Versions: 

 
6 Bulb version 

 
1 Bulb version 
 

 

3 Bulb version 
 
How to use: 
These devices are equipped with a general on / off 
button(switch). The light indicating when your 
equipment is connected and energized. 

They also have a presence sensor for the safety of the 
operator, so the lamps only turn on about 50 seconds, 
after the last movement. 

Whenever this equipment is placed to be used in a room, 
it is very important that the sensor is directed towards 
the access door of the place, so every time someone 
enters the environment the sensor identifies the 
movement and immediately turns off the lamps for 
safety. This system was specially developed to protect 
children, animals and even adults, to never be exposed 
and look directly at ultra violet light, which can cause 
cancer and even blindness. 

This equipment already comes with a timer system, that 
starts automatically every time the equipment is turned 
on. The equipment is already locked when it leaves the 
factory. The 60 minute cycle can be restarted as many 
times as needed, simply by turning off the (on / off key), 
and then by turning it on again. 

 
 
 
 
 
 
 
 
 
 
 
 

Presence sensor 

On/Off key 



Usage Tips: 

Always leave the presence sensor directed towards the 
access door of the room. 

Always place the equipment in the largest space in the 
room. 

In order to have a perfect sterilization process in very 
large environments, you can position and process the 
equipment in different places more than once.  

Clean the equipment with a damp cloth, with neutral 
products and never rub anything on its surface. 

Never clean the lamps with water and avoid putting your 
hands on them. 

Never look directly at the lamps. 

 

Technical information: 
 
Version dimensions 
6 Bulb version: 
Dim. 523 x 455 x 1012mm 
Tension.  220V 
Avarege consumption. 0,019Kw/h 
Total power.  42w. 
 
3 Bulb version: 
Dim. 523 x 455 x 712mm 
Tension.  220V 
Average consumption. 0,008Kw/h 
Total power.  21w. 
 
1 Buld version: 
Dim. 305 x 145 x 280mm 
Tension.  220V 
Average consumption. 0,003Kw/h 
Total power.  7w. 

  
 
 
 
 
 
 

 
 

Electric  
 

 
 
In the 110v version, the components, 110v relay terminal 
and 110v ultra violet lamps must be replaced. 

 
Safety: 
 
The equipment should only remain plugged to the outlet 
when in use. 

Do not look directly at the ultra violet lamp when it is 
on, it may cause damage to the eyes and skin. 

Always wait for the end of the sterilization process in the 
environment, or the result may be compromised. 

Only authorized by Topema Inovation Agents,  should 
make adjustments or maintenance on the machines. 

 The use of this equipment by children or untrained 
persons is not recommended, and supervision by a 
responsible adult is required whenever using this 
product. 

Never plug or unplug with wet hands. 

 


